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Fixed Panel Knobs

VMEK 1000

I.D. Plates

Metal Retainer Sleeves
VMER3150M

Plastic Brackets
VMEB2000

Plastic Brackets
VMEB2200

Die-cast alloy
RoHS compliant

Polypropylene

Metal Brackets
VMEB2100M

Plastic Retainer Sleeves
VMER3050

VMES4000
VMES4000PH
VMES4000L

VMEK 1100

Nylon 6/6 30% glass
V0 RoHS is Rev. R

Nylon 6/6 30% glass
V0 RoHS is Rev. R

0.594
(15.09)

0.625
(15.88)

0.085
(2.16)

NIPPLE
0.095 
(2.41)Dia.

0.200 (5.08)
0.600

(15.24)

0.518
(13.06)

0.056
(1.42)

6061/T6 Anodized
Extruded Aluminum
Custom Marking Available

A

A

VMEP5050 0.748

1.55

2.32

VMEP5150

VMEP5350

0.225
(5.72)

0.755
(19.18)

0.105
(2.67)Dia.

0.187
(4.75)Dia.

0.200 C. - C.
(5.08)

1.40
(35.56)

0.225
(5.72)

1.55
(39.37)

0.105
(2.67)Dia.

0.187
(4.75)Dia.

0.270
(6.86)

0.100 (2.54)

0.068
(1.73)

0.269
(6.83)

0.280
(7.11)

0.213
(5.41)

0.240
(6.10)

0.200 DIA.
(5.08)

0.170
(4.32)

0.123 (3.12)

0.314
(7.98)

0.164
(4.17)

0.268
(6.81)

0.233 (5.92)

0.122 (3.10)

0.077 
(1.96)Diam.

0.200
(5.08)Diam.

0.174 (4.42)

0.118
(3.0)

0.132 (3.35) 0.080
(2.03)

0.061
(1.55)

0.110
(2.79)

M2.5

0.080
(2.03)

.200
(5.08)

.520 (13.208) (L)*

.433 (11.00)

.480 (12.19)

.560 (14.224)

M2.5 threads

0.285
(7.24)

0.100
(2.54) Dia.

0.210
(5.33)

0.300
(7.62) 0.475

(12.07)
0.645

(16.38)

0.340
(8.64)

0.100
(2.54) Dia.

0.372
(9.45)

0.230
(5.84)

0.290
(7.37)

0.185 (4.70)

0.150
(3.81)

0.080
(2.03)

0.504
(12.80)

0.244
(6.20)

0.387
(9.83)

0.285
(7.24)

0.210
(5.33)

0.100
(2.54)Dia.

0.125
(3.18)

0.265
(6.73)

0.122 (3.10)

0.100
(2.54) Dia. 0.240

(6.10)

0.345
(8.76)

0.313 (7.95)

0.173 (4.39)

0.327 (8.31)
0.412 (10.46)

0.119
(3.02)

M2.5

0.221
(5.61)

0.080
(2.03) Diam.

0.210
(5.33)

Die-cast Zinc
Bright Nickel
RoHS compliant

.080
(2.03) Dia.

0.276 (7.01)

0.338 (8.59)

0.409 (10.39)

0.329
(8.36)

0.437
(11.10)

M2.5

0.205
(5.21)

0.208
(5.28)


